
KWT-009

18V RIVETER

Kielder SPECIFICATION
Max Working Force 9000Nm

Max Rivet Diameter 6.4mm

Stroke 23mm

Weight - including 5.0Ah 2.3kg

Weight - no battery 1.6kg

Tool Length without chamber 202mm

Tool Length with chamber 275mm

Motor Digital Brushless

Vibration 2.5m/s2  

Battery Type Lithium-ion

Charge Time (5.0Ah) 90 mins

AVAILABLE AS A KIT / BARE UNIT
• KWT-009-03 - 1 x 5.0AH, CHARGER & CASE
• KWT-009-04 - 2 x 5.0AH, CHARGER & CASE
• KWT-009-06 - BARE UNIT 

Each variant is supplied with Belt Clip,  
4 x Front Nozzles (2.4mm - 6.4mm) & Nozzle Change Tool.

Brushless
Digital Motor - +
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Note: Batteries are excluded 
from the 3 Year Warranty and 
have a separate fixed period 
warranty of 12 months.

Internal Test Data:
Approx. 1400 x 5mm Aluminium Rivets per 5.0Ah battery charge.
Approx. 1200 x 5mm Stainless Steel Rivets per 5.0Ah battery charge.

TYPE
KIELDER 18V  BATTERY SYSTEM

Kielder
K I E L D E R  W O R K S  T E A M

T: 0114 242 3794 E: tools@kielder.co
Telephone Mon-Thu: 9am - 5pm / Fri: 9am-4pm (voicemail service at all other times)
KIELDER CUSTOMER SERVICES: 
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